Getting your cradle cameras ready 


There are a few steps necessary to get your cameras ready to shoot. Follow these 
steps on each camera. Remember to remove lens caps before following these 
steps. 


1 . Set to Manual Exposure: 

• Set Mode Dial (the main dial on the top of the camera) to ‘M’ for manual 
exposure by rotating the dial until the dot is aligned with “M.” 



2. Set F-Stop to 7.1 : 

• Turn the Control Dial (located to the right of the Mode Dial) to change the 
F-stop to 7.1. 

• The selected F-stop setting will turn red at the bottom of the camera 
screen for a few moments. 
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3. Set ISO to 500: 

• Press right on the Control Wheel (the large wheel on the back of the 
camera) towards “ISO” to enter the ISO screen. 

• On the ISO screen, use the Control Wheel to scroll up or down to 500. 

• Press the center of the Control Wheel to select. 
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4. Set Shutter Speed to 60: 

• Turn Control Wheel (the large wheel on the back of the cameras) 
clockwise or counter-clockwise to set Shutter Speed to 60 (1 /60th second). 

• Once you begin shooting a book, if the image is too dark, the shutter 
speed can be re-adjusted to anything between 1 /60th and 1 /20th of a 
second. 



5. Set Focus Mode to Manual Focus: 

• Press the Fn (Function) button to enter the Function screen. 
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• Press the Control Wheel (large wheel on the back of the camera) to 
move left or right to move to the Focus Mode option. 

• Press center of Control Wheel to select. 

• Use the Control Wheel to scroll up or down to Manual Focus. Press 
center of Control Wheel to save setting. 



6. Set Zoom Level within the range 30-47mm. 

• Set the Zoom Level by using the “power zoom” slider on the left side of 
the lens. 

• The numerical Zoom Level will appear with a graphical slider on the cam- 
era screen, and can be set anywhere between 30-47 mm. 

• Note that the Zoom Level should be approximately the same on both 
cameras. 
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7. Set “Camera” tab settings: 

• Press the “Menu” button on the back of the camera to enter the onscreen 
menus. 

• The first tab on the left is the “Camera” tab (indicated by a camera icon), 
and there are 7 numerical menus in that tab. 

• The back wheel must be pressed left or right to change numerical menu/ 
page. 


In Camera menu 1, set Image Size to L:24 M: 

• Use the main dial on the back of the camera to move up or down in the 
menu list and choose “Image Size” by pressing the center of the Control 
Wheel. 

• In the Image Size menu, scroll to “L:24M” and press the center of the 
Control Wheel to select. 


In Camera menu 1, set Quality to Standard: 

• Scroll down to Quality and press the center of the Control Wheel. 

• In the Quality menu, scroll down to “Standard” and select by pressing the 
center of the Control Wheel. 


In camera menu 4, set White Balance to “Custom Temp/Filter” and 5700 K. 

• Press the “Menu” button on the back of the camera to return to the on- 
screen menus. 

• Move to menu 4, then scroll down to “White Balance” and press the 
center of the Control Wheel. 

• On the “White Balance” screen, press the bottom of the Control Wheel to 
scroll down to “C. Temp/Filter.” 

• Press the right side of the Control Wheel to enter the “Custom Color 
Temp” screen. 

• Press the top of the Control Wheel to change the setting to 5700K. Then 
press the center of the Control Wheel to save setting. 
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• In Camera menu 4, set DRO/Auto HDR to “Off.” 

• Press menu button to re-enter the menus. 

• In Camera menu 4, scroll down to “DRO/Auto HDR” and press the center 
of the Control Wheel. 

• On the “DRO/Auto HDR” screen, press the bottom of the Control Wheel 
to scroll down the options until “Off” is displayed. 

• Press the center of the Control Wheel to save setting. 


• In Camera menu 4, set Creative Style to “Standard” and Contrast/ 
Saturation/Sharpness to “-3, -3, -3.” 

• Press menu to re-enter camera menu 4. 

• Scroll down to “Creative Style” and press center of the Control Wheel. 

• Scroll to “Standard” and press right side of dial to enter Contrast/ 
Saturation/Sharpness” settings. 

• Set Contrast/Saturation/Sharpness to “-3 -3 -3” respectively by scrolling 
up or down with the dial. Press center to save settings. 


8. Set “Gear” tab settings. 

• Press menu to re-enter menus and scroll across to the “Gear” tab (indi- 
cated by the gear icon). 

• In Gear menu 1 , set Auto Review to “Off.” 

• In Gear menu 3, set Finder/Monitor to “Monitor (Manual).” 


9. Set “Briefcase” tab settings. 

• Press menu to re-enter menus and scroll across to the “Briefcase” tab (indi- 
cated by the briefcase icon). 

• In Briefcase menu 2, set Power Save Start Time to “30 min.” 

• In Briefcase menu 4, set USB Connection to “PC Remote.” 


10. Set focus: 

• Adjust focus using the focus adjustment on the lens until the image 
appears correctly focused. 

• The focus setting is displayed with a graphical slider on the camera 
screen. 

• It is important to set the focus as equally as possible on both cameras. 
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11. Set camera angle: 

• Make sure the camera is angled correctly by adjusting the Table Top 
Scribe’s camera bar to display the target page plus the gutter and a small 
percentage (3-5%) of the opposing page. 

• If the camera bar is too tight to angle, loosen the bolts on either side so 
that the bar is able to move slightly. 

• The bolts can be tightened into place if needed. 


If you have any issues with these steps, please contact us on 

ttsupport@archive.org. 
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